
1

AC SERVO DRIVES & 
MOTION CONTROL

OVERVIEW
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Weight: 62.8g

Braking resistor Ferrite core: DV0P1460

Product no. Details/Comments/Dimensions

Control cable
DV0P4360 50W–15kW 50-pin type I/O cable X4, loose wires, 2m
DV0P4360P 50W–15kW 50-pin type I/O cable X4, loose wires, 2m, position control
DV0P4360V 50W–15kW 50-pin type I/O cable X4, loose wires, 2m, velocity control
DV0PM20024CAB020 50W–15kW 8-pin type Communication cable X2, RS485, RS232, loose wires, 2m
DV0PM20025CAB020 50W–15kW 8-pin type Safety cable X3, loose wires, 2m
DV0P0800 50W–15kW 26-pin type I/O cable X4, loose wires, 2m
Programming cable
CABMINIUSB5D 50W–15kW USB  
Connector set for motion controller
DV0P4350 50W–15kW 50-pin type I/Os, X4
DV0P0770 50W–15kW 26-pin type I/Os, X4
DV0PM20026 50W–15kW  – External encoder connector X5
Connector set encoder, motor
DV0P4380 50W–1kW  – MINAS LIQI/A4
DV0PM20035 50W–750W  – MINAS A5, IP67
DV0PM20036 1kW–2kW  – MINAS A5 MSME, MDME, MHME 1–1.5kW
DV0PM20036A 1kW–2kW  – Angled type; MINAS A5 MSME, MDME, MHME 1–1.5kW
DV0PM20037 2kW–5kW  – MINAS A5 MSME 3–5kW, MDME, MHME
DV0PM20037A 2kW–5kW  – Angled type; MINAS A5 MSME 3–5kW, MDME, MHME
Connector set encoder, motor with holding brake
DV0P4390 50W–1kW  – MINAS LIQI/A4
DV0PM20040 50W–750W  – MINAS A5, IP67, holding brake connector kit
DV0PM20038 1kW–2kW  – MINAS A5 MSME, MDME, MHME 1–1.5kW
DV0PM20038A 1kW–2kW  – Angled type; MINAS A5 MSME, MDME, MHME 1–1.5kW
DV0PM20039 2kW–5kW  – MINAS A5 MSME 3–5kW, MDME, MHME
DV0PM20039A 2kW–5kW  – Angled type; MINAS A5 MSME 3–5kW, MDME, MHME
EMC lter
FN2080-6-06 50W–1000W 1-phase 250V AC, MINAS A5 50W–750W, MINAS LIQI 50W–1000W
FS21238-60-7 50W–750W 1-phase Footprint lter, 250V AC
DV0P4220 1kW–1.5kW 1-3-phase 500V AC
FN3268-7-44 1kW–3kW 3-phase 500V AC
FN3268-16-44 4kW–5kW 3-phase 500V AC
FN3258-30-33 15kW 3-phase 400V AC
DV0P1460 50W–15kW 1-phase Ferrite core, noise lter
Braking resistors
BWD250100 50W–100W 1-phase 100 ,100W, 600V AC

 110mmx80mmx15mm (LxWxD)
BWD250072 200W–750W 1-phase 100 , 100W, 600V AC
BWD500035 1kW–1.5kW 1-phase 100 , 100W, 600V AC

 216mmx80mmx15mm (LxWxD)

BWD500150 1kW–1.5kW 3-phase 120 , 200W, 600V AC
BWD500100 2kW 3-phase 80 , 200W, 600V AC
BWD600047 3kW–5kW 3-phase 40 , 240W, 600V AC
BWD600027 7.5kW 3-phase 40 , 240W, 600V AC
BWD600027K02LV 11/15kW 3-phase 40 , 240W, 600V AC

Accessories

All dimensions are in mm.
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Dimensions (mm) FN3268-7-44 FN3268-16-44
A 190 250
B 40 45
C 70
D 160 220
E 180 235
F 20 25
G 4.5 5.4
H 1
I 22
J M5
K 20 22.5
L 29.5

145
135
95

10 F

5070

52

l
M4

M4

M3

Ø5.5

DV0P4220 for 1–1.5kW 1-phase driver

All dimensions 

are in mm.

FN2080-6-06 and FS21238-6-07 for MINAS A5 50–750W and MINAS LIQI 50–1000W 1-phase drivers

FN3268-7-44 for 1–3kW 3-phase driver, FN3268-16-44 for 4–5kW 3-phase driver

EMC filter

Dimensions (mm) FN2080-6-06
A 113.5
B 57.5
C 45.4
D 94
E 56
F 103
G 25
H 12.4
I 32.4
J 15.5
K 4.4
L 6
M 0.9
N 6.3 x 0.8

FS21238-6-07

FN2080-6-06


